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END | TEM

El CNTRL NO

PROB BRI EF :

PROBLEM
DESCRI PTI ON

PREVENTI VE :
ACTI ON

CORRECTI VE :
ACTI ON

OCCURRENCES:

ACTI ON

ACTI ON
SUMVARY

REFERENCES :

JATO | N SERVI CE ACTI VE

Al RBORNE WEAPONS CORRECTI VE ACTI ON PROGRAM

PROBLEM NO 17008 OPEN |

NOVENCLATURE PART/ DOC. NO. FSC NIN NALC
ROCKET MOTOR (JATO) 1638AS120 1340 01-177-2502
JATO FAI LED THE PREFI RE CHECK LI ST OR M SFI RE
Jato reported as failed the prefire check list or msfire
Unknown at this tine.
Unknown at this tinme.
SOURCE TYPE DOCUMENT  NO. DATE DR STATUS
VC- 6 CODR V09806- 01- 0040 170CT01 OPEN
VC- 6 CODR V09806- 01- 0032 11SEPO1 OPEN
PVRF CODR NO534A- 01- 0007 28JUNO1 OPEN
VC- 6 CODR V09806- 01- 0017 28FEBO1 OPEN
VC- 6 CODR V09806- 00- 0009 060CT00 OPEN
VC- 6 CODR V09806- 00- 0008 050CT00 OPEN
VC- 6 CODR V09806- 00- 0010 050CT00 OPEN
VC- 6 CODR V09806- 01- 0040 170CT01 OPEN

PART/ DOC. NO. FSC NIN NALC
END | TEM 1638AS120 1340 01-177-2502

NOVEN: ROCKET MOTOR (JATO)

S/IN. 095, 078
FAI LED PART: 1638AS120 1340 01-177-2502

NOVEN: ROCKET MOTOR (JATO)
DESCRI PTI ON:
FLECOVWPRON SI X 301601Z0CT01: When pre-flight inspection was
performed, JATO container had serial nunbers 078 and 095. Wen
cont ai ner was opened Team Leader realized the actual serial nunbers
were 078 and 055. Team Leader suspended operations, marked JATO

accordingly and returned to nagazine.

ACTI VI TY/ CODE
NSWC | NDI AN HEAD

ASSI GNVENT
I NVESTI GATE

| DENTI FI CATI ON
VC-6 MESSAGE 301601Z0CT01

DUE DATE STATUS
13FEBO2 OPEN

REFERENCE BRI EF
REPORT OF CODR
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PROBLEM NO 17008 (Cont i nued)
ACTI ON . VCG6 CODR V09806- 01- 0032 11SEPO1 OPEN
PART/ DOC. NO. FSC NIN NALC
END I TEM : 1638AS120 1340 01-177-2502

NOVEN: ROCKET MOTOR (JATO)
S/IN. 347, 336

FAI LED PART: *JATO BOTTLE 1340 00-042-9271
NOMVEN:.  JATO BOTTLE

DESCRI PTI ON:

FLECOVWPRON SI X 141601ZSEPO1: Wile performing MK 117 MOD 0 Jato

resi stance checks with Jato S/ N 336 connected to Jato armng switch
J2, a resistance reading ion 1.54 Chns was indicated. Match set S/N
347 was connected to arming switch J3 with a value reading of 1.42
OHMS. The bottle resistance shoul d have been no | ower than .20 GChns
and no higher than 1.50 Chnms. Jato S/N 336 was decl ared a bad
bottle. Ordnance team | eader suspended target operations. Both Jatos
wer e downl oaded and returned to shipping container and narked with
appropriate markings. Al procedures and checks were properly

per f or med.

ACTI ON TAKEN:
CFA response required.

ACTI ON : ACTI VI TY/ CODE ASSI GNVENT DUE DATE STATUS
SUMVARY NSWC | NDI AN HEAD I NVESTI GATE 13FEBO2 COPEN
REFERENCES : | DENTI FI CATI ON REFERENCE BRI EF
VC- 6 MESSAGE 141601ZSEPO01 REPORT OF CODR
ACTI ON © PMRF CODR NO534A- 01- 0007 28JUNO1 COPEN
PART/ DOC. NO. FSC NIN NALC
END I TEM : 1638AS120 1340 01-177-2502
NOVEN: ROCKET MOTOR (JATO
S/IN. 926
FAI LED PART: *JATO BOTITLE 1340 00-042-9271

NOMVEN:.  JATO BOTTLE

DESCRI PTI ON:

PMRF Bar ki ng Sands 031800JULO1l: Rocket notor on port side of BQM 74
did not have ignition at time of |aunch causing target to depart
controlled flight and i nmedi ately crash at |aunch pad. Jato bottle
recovered and being held by PMRF awaiting NSWC | ndi an Head

i nstructions.
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ACTI ON
SUMVARY

REFERENCES :

ACTI ON

ACTI ON
SUMVARY

REFERENCES :

ACTI ON

JATO | N SERVI CE ACTI VE
Al RBORNE WEAPONS CORRECTI VE ACTI ON PROGRAM

PROBLEM NO 17008 (Cont i nued)

ACTI ON TAKEN:
Engi neering I nvestigation in progress.

ACTI VI TY/ CODE ASSI GNVENT DUE DATE STATUS
NSWC | NDI AN HEAD | NVESTI GATE 13JANO2 COPEN
| DENTI FI CATI ON REFERENCE BRI EF
PMRF MESSAGE 031800ZJULO1 REPORT OF CODR
VC- 6 CODR V09806- 01- 0017 28FEBO01 OPEN
PART/ DOC. NO. FSC NIN NALC
END I TEM : 1638AS120 1340 01-177-2502

NOMVEN: ROCKET MOTOR (JATO)
S/I'N. 320, 240

FAI LED PART: 1638AS120 1340 01-177-2502
NOVEN: ROCKET MOTOR (JATO)

DESCRI PTI ON:

FLECOVPRON SI X 191600ZMARO1: Wil e performng MK 117 MOD 0 Jato
break out inspection in accordance with NA 01 BQW 74E-6-1 01 Sep
91/CH 1 30 Sep 94, Jato bottles were found to have inconplete
igniter ot nunbers. Ordnance team | eader suspended operations. M
117 MOD 0 Jato was returned to original shipping containers and
mar ked wi th appropriate marKkings.

ACTI VI TY/ CODE ASSI GNVENT DUE DATE STATUS
NSWC | NDI AN HEAD I NVESTI GATE 13JANO2 COPEN
| DENTI FI CATI ON REFERENCE BRI EF
VC- 6 MESSAGE 191600ZMARO1 REPORT OF CODR
VC- 6 CODR V09806- 00- 0009 060CT00 COPEN
PART/ DOC. NO. FSC NIN NALC
END I TEM : 1638AS120 1340 01-177-2502

NOVEN: ROCKET MOTOR (JATO)
S/IN. 024, 022

FAI LED PART: 1638AS120 1340 01-177-2502
NOVEN: ROCKET MOTOR (JATO)

DESCRI PTI ON:

FLECOVPRON SI X 1016220CT00: During the visual inspection in
accordance with NA 01 BQW 74E-6-1 01 SEP 91/CH 1 30 SEP 94 Jato S/ N
024 was di scovered damaged. The Jato ignition wires were not
connected to the cannon plug. The rejected Jato was returned to the
shi ppi ng contai ner and marked with the appropriate markings.
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PROBLEM NO 17008 (Cont i nued)

ACTI ON TAKEN:
CFA response required.

ACTI ON : ACTI VI TY/ CODE ASSI GNVENT DUE DATE STATUS
SUMVARY NSWC | NDI AN HEAD | NVESTI GATE 13JANO2 COPEN
REFERENCES : | DENTI FI CATI ON REFERENCE BRI EF
VC- 6 MESSACGE 101622Z0CT00 REPORT OF CODR
ACTI ON . VCG-6 CODR V09806- 00- 0008 050CT00 COPEN
PART/ DOC. NO. FSC NIN NALC
END I TEM : 1638AS120 1340 01-177-2502

NOMVEN: ROCKET MOTOR (JATO)
S/'N. 380, 004

FAI LED PART: 1638AS120 1340 01-177-2502
NOVEN: ROCKET MOTOR (JATO)

DESCRI PTI ON:

FLECOVPRON SI X 101620Z0CT00: While performng MK 117 MOD 0 Jato
resi stance checks with Jato S/N 380 connected to Jato armng switch
J3, resistance reading of 1.30 Chnms was indicated. Jato S/ N 004 was
connected to Jato arnming switch J3 with a resistance value of 1.33
Ohns. Both bottles had a resistance value of 0.92 Chnms. A base line
of 0.69 was used. Msfire occurred. Ordnance team | eader suspended
target operation. Both Jatos were downl oaded and returned to

shi ppi ng contai ner and marked with the appropriate markings. All
procedures and checks were properly perforned.

ACTI ON TAKEN:
CFA response required.

ACTI ON : ACTI VI TY/ CODE ASSI GNVENT DUE DATE STATUS
SUMVARY NSWC | NDI AN HEAD I NVESTI GATE 13JANO2 COPEN
REFERENCES : | DENTI FI CATI ON REFERENCE BRI EF
VC-6 MESSACGE 101620Z0CT00 REPORT OF CODR
ACTI ON . VCG6 CODR V09806- 00- 0010 050CT00 COPEN
PART/ DOC. NO. FSC NIN NALC
END I TEM : 1638AS120 1340 01-177-2502

NOVEN: ROCKET MOTOR (JATO)
S/'N. 005, 287

FAI LED PART: 1638AS120 1340 01-177-2502
NOVEN: ROCKET MOTOR (JATO)
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ACTI ON
SUMVARY

REFERENCES :

JATO | N SERVI CE ACTI VE
Al RBORNE WEAPONS CORRECTI VE ACTI ON PROGRAM

PROBLEM NO 17008 (Cont i nued)

DESCRI PTI ON:

FLECOWPRON S| X 121600FEB01: While performng MK 117 MOD 0 Jato
checks with Jato S/ N 005 connected to Jato arming switch J2, a
resi stance reading of 0.00 Chnms was indicated. Matched set S/ N was
connected to Jato arnming switch J3 with a value reading of 0.71
Ohnms. Ordnance team | eader suspended target operations. Both Jatos
wer e downl oaded and returned to shipping container and narked with
t he appropriate markings. Al procedures and checks were properly
per f or med.

ACTI ON TAKEN:
CFA response required.

ACTI VI TY/ CODE ASSI GNVENT DUE DATE STATUS
NSWC | NDI AN HEAD I NVESTI GATE 13JANO2 COPEN

| DENTI FI CATI ON REFERENCE BRI EF
VC-6 MESSAGE 121600ZFEBO1 REPORT OF CODR



